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#ExcellenceAccelerated

Please contact your local sales representative for further details or questions.

Toll free number 1-855-SNW-TECH

SANWA Technologies, Inc.                 www.sanwa-tech.com  sales@snwtech.com

All information provided in this document is subject to legal disclaimers. SANWA Technologies, Inc.  © 2022. All rights reserved.

Americas Sales-CA
9685 Via Excelencia; Suite 106,
San Diego, CA 92126
Tel: +1-(858)-397-2585
Fax: +1-(858)-397-2584               

Americas Sales-TX
4012 Preston Rd.
Plano, TX 75093
Tel: +1 (972)-503-3031
Fax: +1 (972)-503-3032                  

Americas Sales-MA
287 Turnpike Road
Westborough, MA 01581
Tel: +1(508)-616-9500
Fax: +1(508)-616-9600

Europe Sales
Aleja Armii Krajowej 61, Bud. 
C, 50-541 Wrocław, PL
Tel: +48 71 7277237
Fax: :+48 71 7939911           

MEA Sales
DP A6, 108, Silicon Oasis 
Free Zone Dubai, 
United Arab Emirates
Tel: +971 4 3344970
Fax: +971 4 3344971

Asia Sales
13F, Changxing Rd., Luzhou 
Dist., New Taipei City 247, 
Taiwan (R.O.C.)
Tel: +886 939512000
Fax: +886 2 8285450

APPLICATIONS
•Telecommunication Networks
•Datacom
•LANs, CATV
•Fiber to the Home (FTTH)

FEATURES
•SC footprint
•IEC 60529 IP5x rated dust protection compliant
•Insertion loss (typical); 0.2dB or less
•UL94V-0 flammability grade
•RoHS and REACH compliant
•IEC61754-20, TIA/EIA 604-10A, GR-326-CORE compliant

ALL IN ONE LC ADAPTER
DUST PROTECTION | CLEANER FRIENDLY | ACTIVE PORT VISIBILITY
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Patent No. 
US 9,453,963 B2

Improved shutter Shape and adapter structure: 
Ferrule does not touch shutter and inner sleeve.

The design enables the shutter close without gap 
between shutter and housing.

DUST PROTECTION
Single shutter structure allows most major 
cleaners to be used.

AVAILABLE OPTIONS
•Simplex, Duplex and Quad type available
•Vertical / horizontal latch options available

IP5X SHUTTER DESIGN TESTED BASED ON IEC 60529 DEGREES OF PROTECTION

BEFORE                     AFTER 

No Dust Found




